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Mesh Welders

TT11 Mesh Welding Machine - Panels
TT11C Mesh Welding Machine - Rolls
TT11L Mesh Welding Machine - Fences
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Welded Wire Mesh Machine - Panels

Model - TT11

-4-85mm

- 150 mm x150 mm, 200 mm x 200 mm adjustable
standard spacing

- 100 mm x 100 mm spacing (to be upgraded)

-6 mlong

Tunatek Welded Wire Machines
Ankara / Turkiye

www.tunatek.com

Model - TT11 XHD

-6-12mm

- 150 mm x150 mm, 200 mm x 200 mm adjustable
standard spacing

- 6 mlong

Model - TT11 HD

-4-10 mm

- 150 mm x150 mm, 200 mm x 200 mm adjustable
standard spacing

- 100 mm x 100 mm spacing (to be upgraded)

-6 mlong

- Turkish
Machinery

(® 90532 357 9414



TT11C

Welded Wire Mesh Machine - Rolls
_ T __

Model - TT11C Pro

-3-6mm

- Automatic Line Wires Feeding with Air Controlled Break System
- 150 mm x 150 mm and 200 mm x 200 mm standard spacing
- Automatic Cross Wire Feeding with 1.5 ton magazine

- Automatic Mesh Cutting

- 48 m long rolls

Tunatek Welded Wire Machines
Ankara / Turkiye

www.tunatek.com

Model - TT11C Eco

-3-5mm

- Simple Line Wires Feeding

- 200 mm x 200 mm standard spacing
- Automatic Cross Wire Feeding

- Manual Mesh Cutting

- 40 m long rolls

(® 90532 357 9414

www.tunatek.com

You Tube Link
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Fence Machines

TT646S Chain Link Fence Machine
TT166SC Compactor
1177 Barbed Wire Machine



TT66S —

Chain Link Fence Machine

Specifications:

- 2 wires. Variable speed control

- Maching width: 3.00 meters. Pneumatic knuckling devices on both sides

- Diameter: 1.6 — 3.2 mm. galvanized OR PV( coated. Control device to stop the maching in case of breakage or lack of wire.

- Mesh sizes: Between 30 mm. x 30 mm — 105mm. x 105 mm. Simple toaling change, Wear reduction system at the toolings

- Shape of mesh: Square. Main panel to control the electric power and cut the circuit.

- OQutput capacity: 1100 Sqm/ 08 hours Shift.( 55 mm. x 55 mm. / 2.50 mm. dia wire )  Length of roll counter., Remote control of failure, program update etc.. by internet
- PLC to control and adjust the maching connection link system module, Coiler, Two unwinders.
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TT66SC

Chain Link Fence Machine - Compactor

The TT66SC Chain Link Fence Compactor Module is adjustable for any chain link Specifications:

fence machines. - Adjustable for any chain link fence machine

- Adjustable for any type

Known for its high efficiency and ease of use, this module ensures optimal - Bath suitable for bended and twisted fence ends

performance and reliability in compacted chain link fence production.

sty / |

) {
sesesr i r v/ /
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1177

www.tunatek.com
Barbed Wire Machine

Specifications:

, i - Production Capacity 70-100 kg/hour

- 2"2”%"{335 mm - Wire Gutter: One each unit

- Space betwsen two barbs 12 ¢m - Control Systgrg:lljrlver System

- Inner dia of roll 12.7 ¢m (5 inches) - mimwv%igm- %00 "

- Quter dia of roll 33 ¢m (13 inches) T v WUlgLT

- Finish product roll height 21.6 ¢m (8.5 inches) - Dimensions: 2500 mm x 1800 mm x 3500 mm
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